
7168 Polymeric Vehicle Wrapping PVC Film (Unifast- Bubble free)

Description

wrapping. It uses Unifast bubble  free technology which provides an easy application for vehicle wrapping without 
encountering air bubbles during the application process.   
 
Area of Use 

high quality performance. 
 
Release Liner
Specially produced highly stable 138G/sqm silicone coated kraft paper.

Adhesive
7168 Solvent based acrylic permanent grey adhesive

Printing 
 

Solvent, UV and Latex technology.

Characteristics 

Properties

Film Thickness ISO 4591:1992 0,065 mm (65 micron)

Initial  >   6 N / 25 mm 
20 minutes    > 12 N / 25 mm 
24 Hours   > 18 N / 25 mm

Along  > 16 MPA 
Across  > 18  MPA

Outdoor  5 - 7 Years   
 
Indoor  Unlimited

Along  > % 160 
Across  > % 170

< 0,2 mm

-30˚C ile + 90˚C

>+10˚C

2 years
(With original package at 23 C and 50% relative humidity)

FINAT TM 1 
(Stainless Steel)

ISO 527-1:2012

ISO 527-1:2012

FINAT 14 / Steel

Adhesive power

Tensile Strength

Elongation Strength

Dimensional Stability 
(150X150 mm / 48 hours /70 

Temperature Resistance

Application Temperature

Shelf Life

Service Life

Test Method Value

12


